
 

 

 

TECHNICAL SPECIFICATION 

MAT—MODIFIED METHYL HYDROXYPROPYL CELLULOSE 

DESCRIPTION 

The methyl hydroxypropyl celluloses MAT, are cellulosic deriva#ves, strongly modified for dry mixtures with concrete and gypsum base, 

with no later addi#ons. There are grades with viscosi#es up to 65000-80000 

CAS nº:  9004-65-3 

EINECS:  207-83-88 

Quality:  Technic 

 

APPLICATIONS 

Dry mixtures, concrete and gypsum  

Adhesives for ceramics  

Fillers and joints  

SATE System (Outside Thermal Insula#on)  

 

PHYSICO-CHEMICAL CHARACTERISTICS 

  Parameters    Specifica�ons 

  Moisture     ≤  5.0 % 

  Ashes content    ≤  2.0 % 

  Par#cle size 

  < 0.180 mm (80 Mesh)   ≥ 98.5 % 

  < 0.150 mm (100 Mesh)    ≥ 90.0 %  

  

  Cellulose     Viscosity * 

  MAT 100    4000—6000 

  MAT 150    10000—16000 

  MAT 200    20000—28000 

  MAT 300    25000—35000 

  MAT 400    35000—50000 

  MAT 552    50000—75000 

  *Viscosity 2.0%, 20ºC ± 0.1ºC, Brookfield RV, 20rpm, 5cps (mPa.s)  
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