
 

 

 

TECHNICAL SPECIFICATION 

MET—MODIFIED METHYL HYDROXYETHYL CELLULOSE 

 

DESCRIPTION 

The methyl hydroxyethyl celluloses MET are cellulosic deriva!ves, strongly modified for dry mixtures with concrete and gypsum base, 

that have no later addi!ons. There are grades with viscosi!es up to 65000-80000  

CAS nº:  9032-42-2 

EINECS:  618-528-0 

Quality:  Technic 

 

APPLICATIONS 

Dry mixtures, concrete and gypsum  

Adhesives for ceramics  

Fillers and joints  

SATE Systems (Outside Thermal Insula!on)  

 

PHYSICO-CHEMICAL CHARACTERISTICS  

  Parameters    Specifica�ons 

  Moisture     ≤  5.0 % 

  Ash content    ≤  2.0 % 

  Par!cle size 

  < 0.180 mm (80 Mesh)   ≥ 98.5 % 

  < 0.150 mm (100 Mesh)    ≥ 90.0 %  

  

 

  Cellulose     Viscosity * 

  MET 1910 / MET 1911  5.0-7.0  11000-16000 

  MET 1921   5.0-7.0  20000-24000 

  MET 1931   6.0-7.5  27000-35000  

  *Viscosity 1.9%, 25ºC ± 2ºC, Brookfield RV, 20rpm, 5cps (mPa.s)  

Rube Productos Técnicos, S.L.—Technical specifica!on MET Page 1 of 1 

Camiño do bosque, 11 

Apdo 73 - 36417 - Mos 

Pontevedra - SPAIN 

Tel: +34 986 344 090 

Fax: +34 986 344 864 

rube@rubept.com 


