
 

 

 

TECHNICAL SPECIFICATION 

MP—METHYL HYDROXYPROPYL CELLULOSE 

DESCRIPTION 

Methylhydroxypopyl celluloses (HPMC), are methylcellulose deriva%ves designed for a be*er compa%bility with different polymers.  

They are easily soluble in cold water, but not in hot water.   

The solu%ons of MP are pseudo plas%cs, and some solu%ons show thixotropy.  

The hydroxypropylmethylcellulose polymers are well known by its union capacity, water reten%on and thickening. 

CAS nº:  9004-65-3 

EINECS:  207-83-88 

Quality:  Technic 

 

APPLICATIONS 

- Construc%on industry  

- Covering industry  

- Cosme%c  

- Ceramic  

- Detergency  

 

PHYSICO-CHEMICAL CHARACTERISTICS  

  Parameters    Specifica�ons 

  Moisture    ≤  5.0 % 

  Ash content    ≤  2.0 % 

  pH    6.0-7.5 

  Par%cle size 

  < 0.180 mm (80 Mesh)   ≥ 98.5 % 

  < 0.150 mm (100 Mesh)    ≥ 90.0 %  

  

  Cellulose     Viscosity * 

  MP 400    250-550 

  MP 3800    3000-4500 

  MP 2000    12000-18000 

  MP 40 HM   20000-24000 

  MP 75 HM   28000-35000 

  MP 100 HM   39000-45000 

  MP 100 H    42000-55000 

  MP 200 H    > 75000  

  *Viscosity 2%, 20ºC ± 2ºC, Brookfield RV, 20rpm, 5cps (mPa.s)  
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